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RESEARCH MEMORANDUM 


CONTROL EFFECTIVENESS AND HINGE-MOMENT CHARACTERISTICS AT 
LOW SPEED OF LARGE-CHORD, HORN-BALANCED, FLAP-TYPE 
CONTROLS ON A TRIANGULAR WING OF ASPECT RATIO 2 


By Jules B. Dods, Jr. 
SUMMARY 


Large-chord flap-type controls with swept-back hinge lines and with 
various sizes and shapes of horn balances were investigated on a trian- 
gular wing of aspect ratio 2. The effects of changes in the following 
were examined: shielding of the horn balance, percentage of horn 
balance, trailing-edge thickness, flap nose seal, contour of the horn 
balance, and Reynolds number. One of the controls which had a nearly 
optimum balance at low speed was compared with several other types of 
controls on triangular wings and with an all-movable triangular-wing 
control for two hinge-line positions. 


The results of the investigation indicated that а large-chord 
control surface with а swept-back hinge line could be satisfactorily 
balanced aerodynamically at low speeds by means of а horn balance. It 
was also found that the rate of change of hinge-moment coefficient with 
elevator deflection varied by & smaller amount than the rate of change 
of hinge-moment coefficient with angle of attack with changes in the 
amount of horn balance, the degree of horn shielding, and the trailing- 
edge thickness of the control. 


INTRODUCTION 


The development of aircraft capable of high-speed flight has 
introduced new problems of stability and control. One such problem 
consists of providing controls on plan forms suitable for flight at 
transonic and supersonic speeds which have adequate effectiveness and 
which have reasonably small control forces. The problem of reducing 
control forces has become so severe that designers have had to resort 
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to the use of irreversible power boost systems. Despite the цве of such 
power boost systems it appears desirable to develop control surfaces with 
aerodynamic balances to reduce hinge moments for the following reasons: 
(1) to provide some measure of emergency control by the uge of manual 
override systems in the event of the failure of the power boost system; 
(2) to permit the reduction of booster power requirements, and thus 
booster size and weight; amd (3) to reduce torsional deformation of con- 
trol surf&ces. | 


The present tests are part of a general investigation being 
conducted by the NACA of various types of balanced and unbalanced con- 
trols particularly applicable to triangular plsn forms (references 1 
through 14). The primary purpose of the present investigation was to 
determine experimentally the low-speed effectiveness and particularly 
the hinge-moment parameters of а control on a triangular wing which had 
various horn balances and which had the hinge line swept back 40°. The 
control was designed with а large ratio of the area behind the hinge 
line to the total wing area so that the lift effectiveness would approach 
that of an all-movable surface. Thus, it is not to be inferred that 
smaller controls could not be similarly balanced. The model had various 
horn balances which varied both in plan form and in contour. Results 
are presented for the flap nose sealed and unsealed, for thickened trail- 
ing edges of the flap, and for several values of the Reynolds number. А 
secondary purpose of the investigation was to compare the results 
obtained for one of the controls which was deemed to have good balancing 
characteristics at low speeds with the characteristics of a wing having 
plein flaps (references 1 and 2), a wing having a half-delta tip control 
(reference 4), and an all-movable surface (reference 3).? 


The scope of the present investigation was limited to Mach numbers | 
up to 0.29 for these preliminary tests. The tests were conducted in one 
of the Ames T- by 10-foot wind tunnels. 


NOTATTON 


CD drag coefficient ( 2) 
q 





lAlthough the term "wing" is used throughout the report for generality, 
it is probable that these wing-flep combinations would be more appli- 
cable as a horizontal or a vertical tail. 

“The pitching-moment coefficients of reference 3 were used to compute 
the hinge-moment coefficients of the all-movable surface. 
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hinge-moment coefficient (=) 
eMAq 


(For the all-movable surface Sē replaces 2M4.) 


lift coefficient ER 


pitching-moment coefficient = ) 
арс 


hinge-moment factor (used for comparison of widely different types 


of controls) E 
абс 
speed of sound, feet per second 


twice span of the semispan model, measured perpendicular to the 
plane of symmetry, feet i 


chord of the model measured parallel to the plane of symmetry, feet 


f b/2 с2ау 
mean aerodynamic chord Oj, feet 
b/e 
f e dy 


drag, pounds 


hinge moment, foot-pounds 


ratio of tbe thickness of the flap meagured at the trailing edge 
to the thickness of the airfoil measured at the 67-percent-chord 
station 


lift, pounds 


Mach number (z) 


pitching moment about one-quarter с, foot-pounds 


moment about the hinge line of the flap area behind the hinge 
line, feet cubed 


free-stream dynamic pressure, pounds per square foot 
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Reynolds number Gl 2) 


semispan-model area, square feet 

velocity of free stream, feet per second 

lateral distance normal to the plane of symmetry, feet 
corrected angle of attack, degrees 

increment due to the tunnel walls 


flap deflection measured in a plane normal to the flap hinge VIDES: 
line, degrees (except as noted) 


absolute viscosity, slugs per foot-second 


density of air, slugs per cubic foot 
Subscripts 


wing or airfoil ; zu 


flap 


Parameters 


ac | 
(= 2) ‚ per degree (measured through а = O) 


С) ‚ per degree (measured through $ = О) 
96 J ao 


ac 
m ‚ per degree (measured through a = 0) 
Е dÉ ‚ per degree (measured through 5 = O) 
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3 
Khe = (s ; per degree (measured through а = O) 
ða У5=о 


OK, 
K = (= ; per degree (measured through 6 = 0) 
"e 98 /a-o 


The subscripts outside the parentheses represent the factor held 
constant for the measurement of the parameters. 


MODEL AND APPARATUS 


The wing tested was а triangular, semispan, reflection-plane model 
of aspect ratio 2 having the leading edge swept back 63.430 and having 
а modified NACA 0005 section (table I) parallel to the free stream. The 
modification consisted of replacing the normal profile with straight 
lines back of the 67-percent-chord station. The geometry of the model 
is shown in figure 1, and photographs of the model are given in fig- 
ure 2. The hinge line intersected the root chord at the 50-percent~chord 
point and was swept back 40°, forming a flap which had an area behind 
the hinge line which was 56.93 percent of the total wing area. The 
portion of the flap ahead of the hinge line and the fixed portion (apex) 
of the wing were constructed so as to permit the variation of the sizes 
and shapes of the horn balances. The percentage of horn balance is 
defined as the ratio of the control area ahead of the hinge line to the 
control area behind the hinge line multiplied by 100. These balances in 
conjuction with the invariant flap area behind the hinge line formed 
controls A, B, C, D, and E as shown in figure 1. The horn balances on 
controls A and B were relieved in order to eliminate the interference 
that would otherwise occur between the fixed portion of the model and 
the horn balance as the controls were deflected. The normal configura- 
tion of the controls was with the flap nose unsealed, the normal-airfoil- 
wegen? horn balance, and with normal airfoil trailing-edge thickness, 
h/t = O. 


Control A had two additional values of trailing-edge thickness, 
h/t = 0.5 and h/t = 1.0. (One trailing-edge thickness was equal to 
one-half the normal airfoil thickness at the 67-percent-chord station, 
and the other trailing-edge thickness was equal to the airfoil thickness 
at that station.) These variations in the trailing-edge thickness of the 
flap were formed by straight-sided wedges which extended from the 
67-percent-chord station to the trailing edge. 


Control C had both a sealed and an unsealed flap nose, and had both 
a normal-airfoil-contour horn balance and a thin contour horn balance. 
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The details of the flap nose seal are shown in section A-A, figure 1. 

The thin horn contour was formed by ellipses. The minor axes equaled 
the thickness of the wing &t & reference line which was perpendicular to 
the hinge line and which was 24.69 inches from the plane of symmetry 
measured along the hinge line. The lengths of the semimajor axes were 
measured between the reference line and the inner end of the horn of соп- 
trol C along radial lines from the wing tip. A free fairing across these 
ellipses perpendicular to the hinge line was used to Join the normal air- 
foil contour at the hinge line. The thin contour control C can be seen 
in figures 2(a} to 2(d). 


The control hinge moments were measured by means of а resistance- 
type electric strain gage. 


CORRECTIONS TO DATA 


The data have been corrected for the effects of tunnel-wall 
interference by the method of reference 15. The corrections added to 
the data were as follows: 


Аж = 0.856 Cr. + 0.1831 Cr, 
(em) yp = 0700753 Cr, , 

АСр = 0.0169 CLs 

ACh = 0.0092 Сї, + 


The lift coefficient was corrected by multiplying the uncorrected 
value by 0.992. 


RESULTS AND DISCUSSION 


Presentation of Results 


The variations of the lift and hinge-moment coefficients with angle 
of attack and with flap deflection are presented in figures 3 through 11 
for controls А, B, C, D, and E at s Mach number of 0.18 and а Reynolds 
number of 5,000,000. Data are shown for various conditions of the flap 
nose gap, horn-balance contour, and trailing-edge thickness. The 
pitching-moment and drag coefficients are aldo presented for control A 
(h/t = O), (figs. 3(а), 3(e), and 3(f)). The changes in the hinge-moment 


же PRU, 
SECURITY INFORMATION 


NACA RM A52F13 ap fi 
SECURITY INFORMATION 


parameters for all the controls (A through E) are summarized in fig- 

ure 12. The effect of changes in the Reynolds number is given in 

figure 13 for control A (h/t = 0). Summary lift and hinge-moment data 
for all controls tested are given for zero flap deflection in fig- 

ures 18(а) and 1h(b). А list of the lift and hinge-moment parameters 
for the various controls tested is also given in table II. А comparison 
is made in figures l5(a) and 15(b) of the lift and hinge-moment 
parameters of control A (n/t = O) with those of unbalanced controls 
(references 1 and 2), a balanced control (reference h), and sn all- 
movable surface (reference 3). 


Discussion of Experimental Results 


The following discussion is concerned primarily with the hinge- 
moment parameters because, ав shown in figures 3(а) to 11(а) and in 
table II, the effects of the various modifications on the Lift parameters 
were practically negligible. The slope parameters measured with respect 
to 5 given in table II are for $ measured normal to the hinge line. 
The stalling characteristics varied slightly as can be seen from the 
summary in figure lHa). Тһе horn-balanced controls with the horn-gap 
direction parallel to the free stream will be referred to ав the 
unshielded horn controls, and the horn-balanced controls with the horn- 
gap direction perpendicular to the hinge line will be referred to as the 
shielded horn controls. 


Effect of percent of horn balance.- The effect of changes in the 
percentage of horn balancing of.the control upon the hinge-moment 


parameters is shown in figure 12. Ав would be expected, relatively 
small increases in the amount of horn balance produce sizable reductions 
in both of the hinge-moment parameters, Ch. ene Cha • The increment 


of Ch obtained by increasing the horn balance over the range of per- 
centagé balances tested was about the same for either the unshielded or 
the shielded horn balances; however, the incremental effect on 

was about twice as great for the unshielded balance as for the shielded 
balance. 1% should be noted that the differential increments 

of C and Ch. obtained for a given change in the percentage horn 
balance of the unshielded horn could be of use to the designer in alter- 


ing the ratio Ch _/Che - 


Effect of shielding the horn balance.- The effect of shielding the 
horn balance upon the hinge-moment parameter is also shown in figure 12. 
The effect of shielding the horn at a constant value of the percentage 
balance was to increase the numerical value of Cha” The amount of 
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increase was a function of the percentage balance; the incremental 
increase in Ch, was about two and one-half times as‘ great at 
22.72-percent balance as it was at 16.98-percent balance. The effect . 
of shielding the horn upon Chg мав not measurable for 16.98-percent 
balance, but a small increase in C was evident at 22.'T12-percent 
balance. These results indicate that Ch. and Chs may be differentially 
controlled by changing the amount of horn shielding, at least within the 
limits of the present investigation. 


Effect of horn-balance contour.- The effect of changing the shape 
of the horn balance from the normal airfoil contour to a thin contour 
(see model description). was found to be moderately small for the shielded 
horn balance. As shown in figure 12, the absolute value of Cy, мав 
only increased from -0.0018 to -0.0019 while Chg was increased from 
-0.0030 to -0.0036. Thus, it is seen that changes in the horn-balance 
contour also provide a method for differentially changing the hinge- 
moment parameters. 1% is interesting to note that thinning the horn- 
balance contour was the only variable investigated which produced a 
larger change in Cha than in Cha," 


Effect of trailing-edge thickness.- The effect of changes in the 
trailing-edge thickness, wor is given in figure 12. The trailing- 
edge thickness was varied only for one value of the percentage horn 
balance and only for the unshielded horn balance. A change in the 
trailing-edge thickness from h/t = О to h/t = 0.5 increased the numer- 
ical value of Ch, about three times as much as С was increased. 

A further change in the trailing-edge thickness from h/t = 0.5 to 1.0 
resulted in approximately equal changes in Ср, and Суб. 


Effect of flap-nose seal.- The effect of sealing the flap nose ag 
shown in figure 12 was found only for the shielded horn balance. The 
effect of sealing the flap nose was negligible on Che and reduced Chs 
by only a small amount. 


Effect of Reynolds number.- The effects upon the lift and the 
hinge-moment coefficients of increasing the Reynolds number 
from 3,000,000 to 8,000,000, for Mach numbers of 0.10 and 0.29, respec- 
tively, are shown in figure 13 for several deflections of control A 
(h/t = 0). The effects of changes in the Reynolds number in the range 
tested were negligible. | m فص‎ | = 


Comparison of Control A (h/t = 0) With Unbalanced, 
Balanced, and All-Movable Controls | 


А comparison of the aerodynamic characteristics of control А 
(h/t = O) with those of the unbalanced controls of references 1 and 2, 
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the balanced control of reference №, and the all-movable surface of 
reference 3 is presented in figure 15. The lift-effectiveness parameters 
are presented in figure 15(а), and the hinge-moment parameters are given 
in figure 15(b). Two positions of the hinge line are considered for the 
all-movable surface: one at h5-percent © which would provide approxi- 
mately minimum hinge-moment coefficients at transonic speeds, and another 
at 5l-percent ë which would provide minimum hinge-moment coefficients 
at supersonic speeds. 


The conventional hinge-moment parameters Ch, and Chg in 
figure 15(Ъ) do not provide a ready comparison of the controls from а 
hinge-moment standpoint, however, since the hinge-moment coefficients 
for each control are a function of the size of the control as well as 
the hinge moment. Because of the large differences In the size of the 
controls being compared for the given wing plan form, а better comparison 
of the hinge moment per unit deflection would be obtained utilizing & 
parameter that involved the wing geometry (as is the case for the lift- 
effectiveness parameters Ста, and CIs) rather than the control geometry. 
Hence, the parameters Kh. and Ку; are introduced in order to provide a 
direct comparison of the hinge moments per unit deflection for these con- 
trols on & wing of a given size st a given dynamic pressure. For 
апа Киз, the value of the cubic-foot factor used to reduce the hinge 
moments to nondimensional form was arbitrarily chosen ав St. The values 
or and for the various controls are also presented in fig- 
ure 15(b). These data indicate that the variations of hinge moment per 
unit angular change with Mach number for the all-movable controls are 
considerably greater than that for the plain flap controls of refer- 
ences 1 and 2 and for the half-delta tip control of reference 1. The 
all-movable surface may, of course, be completely balanced at any one 
value of the Mach number by simply locating the hinge line at the center 
of pressure for that Mach number. The large increment in hinge moment 
between subsonic and supersonic Mach numbers, however, would not be 
greatly affected by changes in the hinge-line position. Although date 
for control A (h/t = 0) are not available throughout the Mach number 
range, the low-speed data tndicate that, at least for one value of the 
Mach number, the hinge-moment characteristics of this control compare 
Pavorably with those of the other controls shown. 


CONCLUSIONS 


The results of an experimental wind-tunnel investigation at low 
speed to determine the lift effectiveness and the hinge-moment parameters 
of several large-chord horn-balsnced controis on а triangular wing 
indicate the following: 
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l. The hinge-moment parameters Ch, and Ср шау be controlled 
differentially by changing the amount of horn balance for the unshielded 
horn control and by changing the degree of horn shielding. 


2. The effect of changing the horn-balance contour of the shielded 
horn control from the normal airfoil contour to a thinner elliptical con- 
tour was moderately small. 


3. Increasing the trailing-edge thickness of the unshielded horn. 
control from h/t = O to h/t = 0.5 changed Ch, about three times ав 
much as it changed Chs. Further increases in trailing-edge thickness 
to h/t = 1.0 resulted in approximately equal changes in the hinge- 
moment parameters. | vs NE Xx | 


1. Sealing the flap-nose gap of the shielded horn control resulted 
in a negligible change in Cha. &nd reduced Chs by only а small amount. 


5. The effects upon the Lift and hinge-moment coefficients of 
increasing the Reynolds number from 3,000,000 to 8,000,000 were negli- 
gible. 


In addition, & comparison with data for other types of controls 
indicates that the large-chord flap-type control with а swept-back hinge 
line and а horn balance can be adequately balanced at low speeds. 


Ames Aeronautical Laboratory 
National Advisory Committee for Aeronautics 
Moffett Field, Calif. 
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TABLE I.- COORDINATES FOR THE NACA 0005 (MODIFIED)! AIRFOIL SECTION 
[А11 dimensions in percent of wing chord] 


Upper and lower surfaces 


Station . 


888888888883 


О 
1 
2 
2 
T 
10 
15 
20. 
25 
30. 
40 
20 
60 
6T 
TO 
80 


° 
3 





lStraight lines aft of 
67-percent-chord station 
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TABLE II.- SUMMARY OF THE LIFT AND HINGE-MOMENT PARAMETERS FOR THE VARIOUS CONTROLS 
TESTED ON A TRIANGULAR WING OF ASPECT RATIO 2 


Horn- )Trailing-edge 
Control e Flap-nose l balance] thickness ‚ Cha 
enee) ` ERD [contour (n/t) 
ea geg NEZ 





NOILVHWHOSNI ALINNOTES 





NOILVWHOSNI ALTHNOWS 


HT 


Етяесу ИЧ VOVN 


xq 


HOIIVKHOSNI LLNS 


Aspec! ralia, P 
Taper ratio, 0 
Aree, зет! рол, 9.000 ff" 


Flop orea, 5.104 fi" (behind Моде line) 


eM, , 8.157 Di 

ë, 4000 f! 

Нэт gops, O.056 № 
AACA 0005 et section, 
modliad ‚ poral! jo free 
SHM . 


2 Percant 
Control Area, f! balance 
(ahead of 
hinge ine} 
A 14164 £2.72 
B 0.870 16.98 9.97 
с 1464 £2.72 
D 1.012 [9.75 
E 0.870 | 6.98 
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55.00 


Figure /— Geometry of the model showing fhe controls tested. 
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(a) Control C, thin contour horn, undeflected, three-quarter front view. 


jl Mi gro rea deo ui ии: 


E 


= peatee- manm nmm RÄ a 


"7 жама. i пар: عل‎ gi maa a = да 





DÄ VM I^ 


(b) Control C, thin contour horn, undeflected, three-quarter rear view. 


Figure 2.- Triangular wing of aspect ratio 2 having a large-chord horn- 
balanced flap-type control. 
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(c) Control C, thin contour horn, flap deflected -309, three-quarter 
front view. 
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(а) Control C, thin contour horn, flap deflected -30°, three-quarter 
rear view. 


Figure 2.- Continued. 
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(e) Control A, normal contour horn, flap undeflected, three-quarter 
front view. 
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(f) Control A, normal contour horn, flap deflected -309, three-quarter 
front view. 


Figure 2.- Concluded. 
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Figure 3— Lift and hinge-moment characteristics of horn-balanced 


control A on а triangular wing; 22.72 percent balance, normal 


contour horn, unsealed, ftratling-edge thickness, f/t=0. 
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| SECURITY TNFORMATION 


Figure 57 


NACA RM AD2FI13 ا ا‎ | 21 
SECURITY INFORMATION 


| j 


fil 


Hinge —moment coefficient, C, 


N 
- 
= 
= 
К 
* 
N 
ж 
x 
Ж 
WIN 
№ 
TK 





— 48 
-32 -28 -24 -20 -/6 -!2 -8 -4 о 4 8 [2 /6 20 24 28 32 
Flap deflection, à , deg 


(c) G vs 8 


Figure J3.— Continued. 


а 
SECURITY INFORMATION 


Pitching moment coefficient, Cm 


_ Шы» — 5 — 335 5 NACA ВМ A52F13 
SECURITY INFORMATION 


+2 [NARS KO deg |l LL Ll LÀ 
BERARDY 
RK 







— 52 
-32 -2868 -24 -20 -/6 -/2 -8 4 8 2 16 20 24 28 32 
Flap pom à, deg 


(d) Cm vs ê 


Figure 3- Continued. 


ا 
SECURITY INFORMATION‏ 


NACA RM A52F13 pur cri 23 
SECURITY INFORMATION 


/.6 


6 Flogged symbols 
are for positive 
flap deflections 


C, 


Lift coefficient, 





24 .20 ./6 ./2 .08 .04 О —04 -08 -/2 —/6 -.20 -24 
Pliching-moment coefficient, Cy, 


( e Cm Kë C, 


Figure 3.—Continued. 


SECURITY INFORMATION 


24 о МАСА RM A52F13 


SECURITY INFORMATION 








BES SSC i 
| le 
a LY [y 
H г 
© Y j 
м 5 


“жы Гр س‎ 
| Ae ett 





دو 
LON‏ 
ЕМИ‏ 
ашина 4ши‏ 


Q © + N 
Ar MD : ⁄ ; . © i 


TTT TT EEE EE || | se 


О .04 .08 .12 .16 .20 .24 .28 .32 .36 40 .44 .48 .52 .56 .60 .70 SO .90 


L < 


wë? 


7) '4U8/34802 ИТ 


НЕ, 


SECURITY INFORMATION 


Cp 


Drag coefficient, 


(f) G, vs G, 


— Concluded. 


Figure 3. 


SE NACA RM A52F13 


GRENIER, ` 
SECURITY INFORMATION 


i /.8 


/.6 














w 
к 
М 
№ 
| 
" bei 
8 
М 


Р НИЙ al 
РО ZALES 
ی‎ Zl РЕД 
| | —< 
NLL 
5 | жр !_ 
| ¿= |_|_ 
_ РИ l | | | 





er ل‎ zH 
Pt tt {| | | и. 
& 


-2 -8 -4 о 4 






Angle of attack а, deg 
(0) C, vs a 


И Figure 4.— Lift and hinge-moment characteristics of horn-balanced 
control B on a triangular wing; 16.98 percent balance, normal 
contour horn, unsealed, ftrailing-edge thickness, А/? = О. 


qum 
SECURITY INFORMATION 


12 16 20 24 28 32 36 40 44 


25 


26 


Hinge- momen! coefficient, C, 


Lidl. 
LAE 


E 
SECURITY INFORMATION 







> 


oi Ф = > 


/ 
Р 


LLL. 
li 
Jl 
(II 
iii 
vL BRETT, 
ИР A AGEL LY 
9i 
Ge 






ро гк P Ы H a 
T Ф CAN : "4 - x 


-. /2 





— /6 р 

№ 
LIN? 
— 24 


= РАХМ 
ХАА 
РЕАЛ ее 
IL TI N VIS н 
TILL SSD = 
7717 


“jp -8 -4 о 4 8 г 16 20 24 28 32 ze 20 44 
Angle of attack, a, deg 










( b) Ch VS «c 
Figure 4.— Continued. 


qun RE RE 
SECURITY INFORMATION 


NACA RM A52Y13 


NACA RM A52F13 T 
SECURITY INFORMATION 


[LL LLL EL LL LLL LE LLL 
ЕР 
ЕЕ 

ааш LLL LE LL 













TNN очи 
ЕР А М 
ЕЕ М МК 
TIM N MIN N 
СЕКА 
ЕЕС 
62А ҸӘ 
663 
IL ITT ITL SNS 

ТЕГ ГГ SN EL 


— 48 
32 -28 -24 -20 6 -2 -8 -4 о +4 8 2 /6 20 24 28 32 
Flap deflection, $, deg 


Hinge — moment coefficient , C, 
i 
~. 
O Ау 








(c) C, vs 8 


Figure 4.— Concluded. 


SECURITY INFORMATION 


2f 


28 


Lift coefficient, C, 


GEES, NACA RM A52F13 
SECURITY INFORMATION 


A 
SS 


NS 
ГГ AN 


i 
Le, 
|. 
} 

b 


S 
SS 


v, 
B 


S 


SE, 


. 


Е МА < 
SNS SS 


INOS 


Lex] 
MI 
Т? 
п 
= 
E^ 
KE а 
< 
» 
< 
> 
w 
> 
7, ) 
А 
3; 
А 
љ 
GJ e 
п 
II A 
a 
A? 





EW 
| 


' 2 -8 -4 о 4 в /2 16 20 24 28 32 36 40 44 
Angle of attack, a, deg 


(aJ G vs а 


Figure 5— Lift and hinge-moment characteristics of horn-balanced 
control С on a triangular wing; 22.72 percent balance, normal 
contour horn, unsealed, ftralling-edge thickness, h/f» О. 
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Figure 6— Lift and hínge-moment characteristics of horn-balanced 


contro! D on a triangular wing; 19.75 percent balance, norma! 
contour horn, unsealed, ftrailing-edge thickness, h/f-0O. 
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Figure 7.— Lift and hinge-moment characteristics of horn-balanced 
contro! E on a triangular wing; /6.98 percent balance, normal 
contour horn, unsealed, traíling-edge thickness, h/t = О. 
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Figure 9.—Lift and hinge-moment characteristics of horn-balanced 


control С on a triangular wing; 22.72 percent balance, thin 
, sealed, tratling-edge thickness, h/t«Q@. 
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Figure /O.— Lift and hínge-moment characteristics of horn—balanced 
control А on а triangular wing; 22.72 percent balance, normal 
contour horn, unsealed, trailing-edge thickness, h/f = 0.5. 
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Figure //.— Lift and hinge-moment characteristics of horn-balanced 
control A on a triangular wing; 22.72 percent batance, normal 
contour horn, unsealed, ftrailing-edge thickness, АЛ x /.O. 
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Figure /2— The variation of the hinge-moment parameters with percent 
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seal, horn contour, and direction of horn gap for a constant- 
percent horn balance. 
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Figure /3.— The effect of Reynolds number on the lift and hinge- 
moment coefficients of control A (ћ/?= О) on a triangular 
wing. 
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Figure [5.— A comparison of the lift and hinge-moment parameters of control А (h/fTsO) with 
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